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luminaire series FCMR
CMR FCMR

nominal size 11
1'x1' 11

material A
Aluminum A

(Non–ferrous components)

lamp quantity 1
 One Lamp 1

lamp type 75T10
75W T10 75T10

(Includes frosted 75w T10 halogen lamp. 
75 watt max.)

voltage 120
120 Volt 120

mounting U
Universal U

shielding PS
Perforated Shield PS

finish WT
High Temperature Matte White WT

mounting information

specifications

construction 
One-piece 20 Ga. aluminum reflector and housing.

20 Ga. aluminum ends form finished housing.

Lamps are shielded by detachable 22 Ga. aluminum perforated lamp shield with 

Valox® lens insert.

Top access 20 Ga. aluminum wiring compartment.      

Luminaire includes (2) non–ferrous, 11 Ga. aluminum mounting bars. 
 
	 weight:		  3 lbs

optic
One-piece 20 Ga. aluminum reflectors finished in High Temperature Matte White 
powder coat.

electrical
Porcelain body lamp holder with aluminum and copper components. 

Thermal protector included.

UL and cUL listed for non–insulated ceiling applications only.

Available for 120 V.A.C., 75W maximum.

finish
Polyester powder coat applied over a 5-stage pre–treatment.

Standard luminaire housing finished in High Temperature Matte White.

363

* for more information see Reference section.

363

grid

grid fixtures supplied
with non—ferrous
hanger bars.

drywall

(1" max drywall thickness)
Cut out dimensions: 11.2"W x 11.125"L
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	 Spacing	 1.3	

	Criterion:	 1.3

CANDLEPOWER DISTRIBUTION

CO–EFFICIENTS OF UTILIZATION

LUMINANCE DATA (CD/M2)LUMEN SUMMARY

	 Filename: 	 FCMR11175T10.IES

	 Catalog #: 	 FCMR-11-A-1-75T10-120-G-PS-WT

	 Efficiency: 	 70%

	 Test #: 	 12557.2
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	291	 291	 291	 291	 291	

	289	 289	 288	 289	 289	 28

	277	 276	 276	 279	 279	 78

	252	 254	 256	 262	 262	 118

	217	 220	 229	 234	 235	 142

	170	 179	 189	 187	 189	 141

	120	 127	 132	 119	 115	 112

	 68	 72	 70	 82	 74	 73

	 27	 27	 30	 30	 30	 32

	 5	 5	 5	 7	 7	 7

	 0	 0	 0	 0	 0	

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0	 0
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	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

	224	 21.4	 30.7

	366	 34.8	 50.1

	619	 58.9	 84.7

	730	 69.5	 100

	730	 69.5	 100
Total

Luminaire

			   %	 % 
	 Zone	 Lumens	 Lamp	 Fixt

0°-30° 

0°-40° 

0°-60°

0°-90°

0°-180°

	3022	 3359	 3359

	2630	 2893	 2520

	2022	 2082	 2201

	1311	 1457	 1457

	721	 721	 1009

	Vertical			    
	 Angle	 0°	 45°	 90°

45°

55°

65°

75°

85°

	 Go to www.focalpointlights.com for additional photometric data.
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