





R Luminaire:  71W MR16 lensed pinhole downlight, narrow spot distribution
. . with soft focus lens
sqr accent— pinhole with lens Filename: D1SXPLHA71INS15_0.ies
Catalog #: D1-SX-PL-WH
Efficiency: 63%
Photometric Report #: 13576.0
© < ~ o Vertical Horizontal Angle Zonal % % Vertical

8 2 & 3 3 Angle ° 22.5° 45° 67.5° 90° Lumens Zone Lumens Lamp Fixt Angle 0° 45° 90°

A 0" 4540 4540 4540 4540 4540 0.30° 699 613 97.9 45° 20172 20172 6207
5° 3869 4163 4370 4365 4319 387 0°-90° 709 622 99.2 55° 0 5739 0
15° 879 986 1095 1242 1119 267 90°-130° 714  62.6 100 65° O 0 0
25° 96 110 142 137 147 45 T |90°-180° 714  62.6 100 75° 0 0 0

otal

350 20 22 22 18 15 10 Luminaire  0°-180° 714  62.6 100 85> 0 0 0
450 13 13 13 8 4 5
55 0 2 3 0 0 0
65 0O 0 0 0 0 0
75° 0 0 0 0 0 0
85> 0 0 0 0 0 0
90° O 0 0 0 0

10 46 2.6' 2.6
12 32 3.2 3.2
14 23 3.7 3.7

Footcandle results based on AGI32; off the shelf lamp in fixture, with microprismatic lens; Reflectances=0/0/0; LLF=1 Go to www.focalpointlights.com for additional photometric data.





