





Luminaire:  71W MR16 adjustable accent, narrow spot distribution
with soft focus lens
Filename: D2RXAACSHA71NS15_0.ies and D2RXAACSHA71NS15_30.ies
Catalog #: D2-RX-AA-CS-WH
Efficiency: 88% (0° tilt), 85% (30° tilt)
Photometric Report #:  13555.0 and 13556.0

rnd accent — reflector

8 3 3 Vertical Horizontal Angle
> 4 S Angle  0° 22.5° 45° 67.5°

0° 6214 6214 6214 6214 6214
5° 4977 5097 5120 5305 5243
15° 1132 1288 1567 1507 1371
25° 267 294 332 346 276
350 36 47 50 45 31

Vertical Horizontal Angle
Angle  0° 22.5° 45° 67.5°  90°

0° 244 244 244 244 244
5° 295 292 282 266 250
15° 827 735 456 297 236
25° 3924 2155 637 254 167
35° 5449 1878 359 110 37

450 11 10 11 10 8 45° 1009 415 67 12 5
550 1 2 2 2 1 55 103 35 4 0 0
65 0 0 0 0 0 650 7 4 0 0 0
75° 0 0 0 0 0 75° 0 0 0 0 0
85 0 0 0 0 0 gse 0 0 0 0 0
90° O 0 0 0 0 90° O 0 0 0 0

0° aiming angle - horizonal surface \D/ T/ 30° aiming angle - horizontal surface 30° aiming angle - vertical surface

D c FC L w p = D c FC L w D [ FC L w

6' 0 173 16" 1.6 ' l 6' 3.5 102 21 18 2' 3.5 303 22" 11

8 0 97 21 21 FC | 8' 4.6' 58 28 24 3 5.2' 137 33 16

10 0 62 26" 26 10 5.8 37 35 3.0 4' 6.9' 78 44 2.1

12 0 43 3.2 3.2 vy 12 6.9' 26 42" 3.6 5' 8.7 49 56" 2.6

14 0 32 3.7 3T 14 8.1 19 49 43 6' 104" 34 6.7 3.2

Footcandle results based on AGI32; off the shelf lamp in fixture, with soft focus lens; Reflectances=0/0/0; LLF=1 Go to www.focalpointlights.com for additional photometric data.





