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CANDLEPOWER DISTRIBUTION

	 Luminaire: 	 71W MR16 downlight, narrow flood distribution  
		  with microprismatic lens
	 Filename: 	 D2SXWWBSHA71NF25_0.ies
	 Catalog #: 	 D2-SX-WW-BS-WH
	 Efficiency: 	 41%
	Photometric Report #: 	 13573.0
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FOOTCANDLE VALUES - units 30" from the wall 

	 Go to www.focalpointlights.com for additional photometric data.
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footcandle values - example

Footcandle results based on AGI32; off the shelf lamp in fixture, with microprismatic lens; Reflectances=0/0/0; LLF=1
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CANDLEPOWER DISTRIBUTION

	 Luminaire: 	 71W MR16 downlight, narrow flood distribution  
		  with soft focus lens
	 Filename: 	 D2SXWWCS71NF25_0.ies
	 Catalog #: 	 D2-SX-WW-CS-WH
	 Efficiency: 	 50%
	Photometric Report #: 	 13640.0

	 0°

	 5°

	 15°

	 25°

	 35°

	 45°

	 55°

	 65°

	 75°

	 85°	

	 90°	

1073	 1073	 1073	 1073	 1073

	1388	 1360	 1263	 1165	 1037	 101

	1230	 1203	 1097	 969	 764	 221

	370	 447	 468	 454	 354	 150

	101	 96	 105	 128	 110	 53

	 45	 40	 30	 32	 33	 22

	 21	 20	 14	 17	 13	 13

	 12	 12	 9	 7	 4	 7

	 5	 5	 5	 2	 0	 2

	 0	 0	 0	 0	 0	 0

	 0	 0	 0	 0	 0

	Vertical			  Horizontal Angle			   Zonal
	 Angle	 0°	 22.5°	 45°	 67.5°	 90°	 Lumens

FOOTCANDLE VALUES - units 18" from the wall

	 7	 6	 7	 6	 4	 6	 3	 3	 3	 5	 2	 5
	 12	 12	 12	 10	 8	 10	 10	 5	 10	 9	 3	 9
	 19	 19	 19	 15	 14	 15	 14	 10	 14	 13	 6	 13
	 25	 26	 25	 19	 19	 19	 16	 15	 16	 15	 11	 15
	 23	 24	 23	 18	 18	 18	 15	 14	 15	 13	 11	 13
	 19	 19	 19	 15	 15	 15	 13	 12	 13	 11	 10	 11
	 15	 15	 15	 12	 12	 12	 10	 10	 10	 8	 8	 8
	 11	 11	 11	 9	 10	 9	 8	 8	 8	 7	 7	 7
	 9	 9	 9	 7	 8	 7	 6	 6	 6	 5	 5	 5
	 7	 7	 7	 6	 6	 6	 5	 5	 5	 4	 4	 4

	distance		  18"			   24"			   30"			   36" 
	 from 
	 ceiling

1'
2'
3'
4'
5'
6'
7'
8'
9'

10'

	 4	 4	 4	 3	 3	 3	 3	 2	 3	 3	 2	 3
	 7	 7	 7	 6	 5	 6	 5	 4	 5	 5	 3	 5
	 10	 9	 10	 8	 7	 8	 6	 6	 6	 6	 4	 6
	 14	 15	 14	 11	 11	 11	 9	 8	 9	 8	 7	 8
	 18	 18	 18	 14	 14	 14	 11	 11	 11	 10	 9	 10
	 17	 18	 17	 14	 14	 14	 11	 11	 11	 10	 10	 10
	 15	 16	 15	 13	 13	 13	 10	 10	 10	 9	 9	 9
	 13	 13	 13	 11	 11	 11	 9	 9	 9	 8	 8	 8
	 10	 11	 10	 9	 9	 9	 7	 8	 7	 6	 7	 6
	 8	 8	 8	 7	 7	 7	 6	 6	 6	 5	 5	 5

	distance		  18"			   24"			   30"			   36" 
	 from 
	 ceiling

1'
2'
3'
4'
5'
6'
7'
8'
9' 

10'

FOOTCANDLE VALUES - units 24" from the wall

	 3	 3	 3	 2	 2	 2	 2	 2	 2	 2	 1	 2
	 4	 4	 4	 3	 3	 3	 3	 3	 3	 3	 2	 3
	 6	 6	 6	 5	 5	 5	 4	 4	 4	 4	 3	 4
	 8	 8	 8	 6	 6	 6	 5	 5	 5	 5	 4	 5
	 10	 11	 10	 9	 9	 9	 7	 7	 7	 6	 6	 6
	 13	 14	 13	 10	 11	 10	 8	 9	 8	 7	 7	 7
	 13	 14	 13	 11	 11	 11	 9	 9	 9	 8	 8	 8
	 12	 13	 12	 10	 10	 10	 9	 9	 9	 7	 7	 7
	 11	 11	 11	 9	 9	 9	 8	 8	 8	 7	 7	 7
	 9	 9	 9	 8	 8	 8	 7	 7	 7	 6	 6	 6

	distance		  18"			   24"			   30"			   36" 
	 from 
	 ceiling

1'
2'
3'
4'
5'
6'
7'
8'
9' 

10'

FOOTCANDLE VALUES - units 30" from the wall 

	 Go to www.focalpointlights.com for additional photometric data.
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footcandle values - example

Footcandle results based on AGI32; off the shelf lamp in fixture, with microprismatic lens; Reflectances=0/0/0; LLF=1
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