FAVB - AVENUE B

SAFETY AND INSTALLATION INSTRUCTIONS

FIXTURES MUST BE INSTALLED BY A QUALIFIED ELECTRICIAN (CHECK WITH LOCAL AND NATIONAL CODES FOR PROPER INSTALLATION). TO PREVENT ELECTRICAL SHOCK, DISCONNECT ELECTRICAL SUPPLY

BEFORE _INSTALLATION OR_SERVICING.
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1. READ ALL INSTRUCTIONS PRIOR TO INSTALLATION.

2. DISCONNECT ELECTRICAL POWER BEFORE SERVICING LUMINAIRE.
3. TO AVOID DAMAGE, KEEP LUMINAIRE IN ORIGINAL CARTON.

4. DO NOT PLACE HEAVY OBJECTS ON CARTONS.

FOCAL POINT, LLC. 4201 S. PULASKI RD., CHICAGO. IL 60632 PHONE: (773) 247-9494 FAX: (773) 247-8484

YOKES ARE FOLDED
FOR SHIPPING.
UNFOLD PRIOR TO
INSTALLATION.

CONTRACTOR IS RESPONSIBLE FOR ADEQUATELY REINFORCING
WALLS AND/OR CEILINGS TO SUPPORT FIXTURE WEIGHT. FOCAL
POINT, LL.C. ACCEPTS NO RESPONSIBILITY FOR INADEQUATELY
REINFORCED WALLS AND/OR CEILINGS.

THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE
PROPERTY OF FOCAL POINT LLC. ANY REPRODUCTION IN PART
OR WHOLE WITHOUT THE WRITTEN PERMISSION OF FOCAL

POINT LLC IS PROHIBITED. 2004 FOCAL POINT LLC
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FAVB - GRID INSTALLATION

MOUNTING BRACKETS ARE PRESET FOR SPECIFIED T—BAR TYPE AT FACTORY. IF FIELD ADJUSTMENT IS REQUIRED, MODIFY MOUNTING

HOLE LOCATION BY LOOSENING TWO MOUNTING BRACKET SCREWS.

SIDE RAILS ARE ALSO PRESET AT FACTORY. IF MODIFICATION IS REQUIRED, REMOVE SCREWS HOLDING SIDE RAILS, FLIP SIDE RAIL AS

SHOWN BELOW.
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PLACE LUMINAIRES ON CEILING GRID BY HOOKING ONTO CEILING
T—BAR AS SHOWN.

MOUNTING BRACKET SLIDES TOGETHER TO LOCK AND ALIGN
MULTIPLE LUMINAIRES INTO PLACE. TWO #8 SCREWS SUPPLIED.
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CUT 3.5” OPENING IN TILE AND REST TILE ON SIDE FLANGE OF
FIXTURE. FOR 2X2 GRID, CUT GRID AND REST GRID ON SIDE
FLANGE OF FIXTURE
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INSTALL EQ CLIPS (OPTIONAL EQUIPMENT) AS SHOWN AND MAKE
ELECTRICAL CONNECTION VIA ACCESS PLATE TO COMPLETE
INSTALLATION.

EQ CLIPS




1.
BUILD SUPPORT FRAMES TO INSTALL MOUNTING YOKES. (I.E.
27X4" STUD) FOLLOW THE DIMENSIONS SHOWN BELOW.

SUBTRACT 4" FROM THE DISTANCE OF EDGE OF OPENING TO
WALL SURFACE TO GET SUPPORT FRAME LOCATION.

LLATION

WHEN MOUNTING FIXTURES END TO END, MOUNTING YOKES LOCK
TOGETHER VIA THREADED STUDS AND #8 KEPS NUTS (FP
SUPPLIED.

RAME GAR FRAME TO WALL:
43 7 MAX. FINISHED OPENING
48 " MIN. DISTANCE - 3"

SUPPORT
FRAMES

DRYWALL

FINISHED OPENING
DISTANCE

SUPPORT
FRAMES

MOUNTING
YOKE

FASTEN MOUNTING
YOKE WITH

DRYWALL SCREWS

OR EQUIVALENT
(PROVIDED BY OTHERS).
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3.
DROP FLEXIBLE CONDUIT THROUGH OPENING. APPLY DRYWALL TO
CEILING PRIOR TO INSTALLATION OF FIXTURE.

4.
REMOVE LENS/LOUVER FROM HOUSING. LOOSEN (3) SCREWS
ON EACH REFLECTOR (EACH END AND ONE IN THE MIDDLE) AND
REMOVE REFLECTORS FROM HOUSING.




